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XTENDLAN XL-WMT-K3P BEZKONTAKTNI INFRACERVENY TEPLOMER LIDSKEHO
TELA

Cena celkem: 236 K¢
- (bez DPH: 195 K¢)
Bézna cena: 260 Kc¢
USetfite: 24 K¢
Kéd zbozi: NETXTE7230
Part No.: XL-WMT-K3P
Zaruka: 24 més.
Stav: Nové zbozi

Popis

XtendLan XL-WMT-K3P

Jednoduchy, rychly a presny bezkontaktni infracerveny teplomér s 2,8" LCD displejem pro méreni teploty lidského téla.
IR teplomér Ize pfipevnit na sténu nebo stativ.



MEMORY FUNCTION
O. 1 S Q U I C K T EST With 30 sets temperature record, it is easy to view the

i L changes in body temperature,
Highly sensitive infrared thermometer, the temperature

can be measured in 0.1s.
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*PICTURE SHOWS THE CONTINUOUS MEASUREMENT RESULTS

NEW CHIP

K3 pro adopts new chip, the sensing time is faster, greatly
improving the measurement pass rate
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PROFESSIONAL  0.1°CDIVISION
ALGORITHM VALUE

K3PRO..

Rezimy méreni teploty lidského téla, povrchu nebo pocitani lidi
1/0 vystup (spinaci/pulzni signal)

Rychlost méreniaz 0,1 s

Prepinani mezi °C a °F



e Zvukovy a svételny alarm pfi pfekroceni nastavené teploty
e Moznost exportu dat nebo zobrazeni v rediném case
¢ Nastaveni pres software nebo lokadlné pomoci tlacitek

Solid
ERGONOMIC DESIGN

Follow the ergonomic design rules, can use with the tripod,
suitable for various places

CARE AT 0.1°C

New sensor and self-developed motherboard, the
temperature measurement accuracy is comparable to the
mercury thermometer




HIGH TEMPERATURE WARNING

Detection failure light prompt, abnormal temperature
warning function
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MBE oo

Soucasti baleni je USB kabel, montazni sada a manual pro OSD menu a SW.

ZAKLADNI SPECIFIKACE

Mérici rozsah teploty: 35 az 42 °C

Presnost: 0,2 °C

Vzdalenost méreni: 5-10 cm

Rozméry: 170 x 140 x 115 mm

Hmotnost: 303 g

Napajeni: 4 x AA baterie nebo pomoci USB (adaptér/PC/powerbanka)

ﬁ Manual (cz)

‘ Manual k softwaru (cz)

0 Ostatni download


https://download.asm.cz/inshop/prod/xtendlan/EM-XL-WMT-K3P.pdf
https://download.asm.cz/inshop/prod/xtendlan/EM-XL-WMT-K3P.pdf
https://download.asm.cz/inshop/prod/xtendlan/EM(SW)-XL-WMT-K3P.pdf
https://download.asm.cz/inshop/prod/xtendlan/EM(SW)-XL-WMT-K3P.pdf
https://ftp.asm.cz/XtendLan/
https://ftp.asm.cz/XtendLan/

