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UBIQUITI UNIFI PROTECT Al PROFESSIONAL WHITE

Cena celkem:

BéZné cena:
USetfite:
Kéd zbozi:
Part No.:
Zaruka:
Stav:

21.10.25 15:33:27

12 492 K¢

(bez DPH: 10 324 K¢)
13 741 K¢

1 249 K¢

IPKUBT1050
UVC-AI-Pro-White

26 més.

Nové zbozi

Popis

Ubiquiti UniFi Protect Al Professional White

Venkovni 4K PoE kamera s 3x optickym zoomem a funkci inteligentni detekce i na velkou vzdalenost. Kamera snima 8

Mpx video (3840 x 2160) pfi 30 snimcich za sekundu (fps).

Uhel zabéru - 109,9° horizontalng&, 59,9° vertikalng, 127,7° diagonalné
Uhel z&b&ru (Zoom) - 34,9° horizontaln&, 19,7° vertikaln&, 40° diagonalné
Vestavéné IR LED diody a automaticky IR cut filtr pro lepsi no¢ni vidéni
Vodéodolnost dle IP65 + odolnost IK04 (antivandal)

Video komprese H.264

Obousmérné audio - mikrofon (Ize vypnout) + reproduktor

ARM Quad-Core Cortex-A53 procesor/Cip

Podpora PoE 37-57 V DC (injektor neni soucasti baleni)

Vas prohlize¢ nepodporuje video HTML5.

Sprava pomoci aplikace UniFi Protect:
verze 2.7.34 nebo novéjsi (web)
verze 1.13.0 nebo novéjsi (Android/iOS)

ZAKLADNI SPECIFIKACE

Snimaci ¢ip: 8 Mpx CMOS senzor (1/1.8")
Maximalni rozliSeni: 3840 x 2160 px
Snimkova rychlost: max. 30 fps

IR prisvit: ano

8 Mpx CMOS senzor (1/1.8") & rozliSeni 3840 x 2160 pfi 30 fps (16:9), objektiv F 4.1-12.3 mm; f/1.53 - /3.3



Objektiv: varifokalni (f = 4,1-12,3 mm), 3% zoom, f/1.53 - f/3.3
Rozhrani: 1x GbE RJ-45

Video komprese: H.264

Slot pamétovych karet: ne

Audio: ano, mikrofon + reproduktor

Napajeni: PoE (37-57 V), spotreba max. 11 W

Pracovni teplota: -20 az +50 °C

Hmotnost: 675 g (820 g s drzdkem)

Rozméry: 112,6 x 86 x 86 mm (délka 175,3 mm s drzakem)

Vas prohlize¢ nepodporuje video HTML5.

WDR (Wide Dynamic Range)
Kamery série G4, G5 a Al disponuji True WDR technologii. Generace G3 a starsi maji pouze digitaIni WDR (DWDR).
Pfi softwarovém zvyseni FPS (nad defaultni hodnotu) se WDR vypne kvdli limitu expozice.

Manual (montazni navod):

Viewport \

Professional Switch r
Cloud Gateway ;
Video Recorder O
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Al detection Resistance IR LED Reset GbE, PoE Accessory
LED ring IKO4 rated 82 ft IR night vision button RJ45 port port

3x optical
zoom lens

109.9° viewing
angle

4K (8MP)
30 FPS

Microphones

Light sensor Smart detection range:

People (<10 m) Speaker
Vehicles (<20 m)

Weatherproof
IP65 rated

Adjustable,

three-axes mount
Wall, ceiling,
R
pole mount

175.3 mm

@86 mm
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